
Instrumental variability



Overview of the measurement plan
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2 July, 2015
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Clear day
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2 July, 2015

125-500m asl
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Clear day
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12. Aug. 2015

• Abrupt changes 
in the window 
transmission

• Some of them 
has values over 
100% → 
problem of 
initialization

• All ceilometers 
cleaned at the 
same time

• Effect on 
measurements?

2 July, 2015

500m – PBL 
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Clear day
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2 July, 
2015

PBL – 5km 
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Clear day
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12. Aug. 2015

• Abrupt changes 
in the window 
transmission

• Some of them 
has values over 
100% → 
problem of 
initialization

• All ceilometers 
cleaned at the 
same time

• Effect on 
measurements?

2 July, 
2015

PBL – 5km 

LD40
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Lofted layers
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Firmware / algorithm comparisons
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CL51-RAO: alg1 / CL51-CG: alg1
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5th Sept, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m 500m – PBL 

PBL – 5km 

att. bsc * 1e+7



CL51-RAO: v1023 / CL51-CG
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8th June, 2015

att. bsc * 1e+7 att. bsc * 1e+7

att. bsc * 1e+7

< 500m 500m – PBL 

PBL – 5km 



CL51-RAO: v1023 & H2 / CL51CG: H2
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6th July, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m 500m – PBL 

PBL – 5km 

att. bsc * 1e+7



CL51-RAO: v1023 & H2  / CL51-CG
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15th July, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m
500m – PBL 

PBL – 5km 

att. bsc * 1e+7



CL51-RAO: TOPROF alg 1 / CL51-CG: alg 1

13

1st Aug, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m
500m – PBL 

PBL – 5km 

att. bsc * 1e+7



CL51-RAO: TOPROF / CL51-CG: alg1
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11th Aug, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m
500m – PBL 

PBL – 5km 

att. bsc * 1e+7



CL51-RAO: alg 1 / CL51-CG: alg 1
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1st Sept, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m
500m – PBL 

PBL – 5km 

att. bsc * 1e+7



CL51-RAO norm / CL51-CG alg 1

16

12th Sept, 2015

att. bsc * 1e+7 att. bsc * 1e+7

< 500m 500m – PBL 

PBL – 5km 

att. bsc * 1e+7
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Event tables
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